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1. STATOR AND BEARING RTD TO BE WIRED TO SHIP ALARM PANEL USING
THREE WIRE RTD CONDUCTORS.

2. CONTACTS FOR CONTROL OF JACKET WATER HEATER, GENERATOR
HEATER, PRELUBE PUMP AND RADIATOR CONTROL ARE LOCATED IN THE
ENGINE LOP.

3. SHIPYARD TO SUPPLY ALL INTERCONNECT WIRING FROM LOP TO 120V
AC COMPONENTS AS NOTED.

4. CONDUCTORS TO BE SIZED PER POWER REQUIREMENTS AS NOTED.

S. THERMOSTAT FOR GENERATOR HEATER TO BE MOUNTED OFF OF THE
GEN SET ASSEMBLY. WIRING AND CAPILLARY FROM THERMOSTAT TO
GENERATOR HOUSING HAS BEEN INCLUDED BY PPPC.

6. REF LOP DRAWING 8-6176206-E1

7. SEE PAGE 2 FOR PRELUBE MOTOR STARTER WIRING

Notes:

Dashed line indicates shipyard wiring

2. Solid line indicates PPPC wiring

3. ABBREVIATIONS: PPPC - PACIFIC POWER PRODUCTS COMPANY
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NOTES

1. DIAGRAM SHOWS AVAILABLE OPTIONS WITH THEIR
FORM NUMBERS. SEE NAMEPLATE FOR SPECIFIC FORM(S)
PROVIDED OR FIELD MODIFY AS SHOWN.

2. WIRE SEQUENCE NUMBERS DESIGNATE THE PRIORITY
IN WHICH WIRES ARE TO BE CONNECTED, STARTING
WITH THE LOWEST VALUE.

WIRE SERIES NUMBER WITHIN THE SAME SERIES MAY BE
INTERCONNECTED OR CONNECT TO THE SAME POINT.

3. CONNECTION TO LOP (REFERENCE 8-6176206-ED

4. CONNECTION FDR AUXILIARY CONTACTS LOCATED ON
THE LEFT SIDE OF CONTACT BLOCK

S. REFERENCE SQUARE D DRAWING # w21346052-001-01

LEGEND:
LI-T_
l WIRE SEQUENCE NUMBER
WIRE SERIES NUMBER
¢ > INDICATES ACTUAL MARKINGS ON DEVICE
® TERMINAL LOCATED IN LOP

SELECTION SWITCH TABLES
HAND OFF AUTO

Al X

A2 X
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——— MOTOR CONNECTION BY SHIPYARD
—_—— CONTROL WIRING BY SHIPYARD

CONTROL WIRING BY PPPC
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